
VP-700

Global Corp has created a versatile LCD 

Video Projector designed to be rugged 

and yet powerful .  

Flexible Drive Types 

Regardless of vehicle design, the 

G2680 has the input drive you require. 

Choose from a variety of our high per-

formance Torque Converters or select 

an efficient Global Drive, the most 

economical design for both machine 

and operating costs.

Product Highlights
  Curved and Molded Body
  5 Separate Video Inputs

3D Actions
  Show Default View
  Show Exploded View
  Show Alternate View #1
  Show Alternate View #2
  Toggle Case Transparency

Part Actions
  Unselect Part
  Show Information on Part
  Add Part to Order 

 Consistent Shift Quality

Industrial vehicles are required to do 

a large variety of operations with an 

even larger number of possible duty 

cycles. G2680 shift quality is optimized 

with temperature and load compen-

sation so maximum effectiveness and 

comfort are achieved.

Flexible Gearing

Numerous configurations are available 

from 2-speed up to 10-speed. If that 

does not fill your need, the customiz-

able control program offers the ability 

to disable gear ranges permanently, 

at the Manufacturer’s level with wiring 

harness changes, or at the Customer 

level with the simple flip of a switch.

Use the mouse to control the 3D scene
• Click and drag the scene to rotate it
• Use the left mouse button to zoom in/out

Click the links on the left to perform the particular 
actions 
• Click parts of the projector to select them
• Click “Add Part to Order” to bring up the order 

form and add the selcted part to it
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
<INSERT COMPANY NAME HERE>.  ANY
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
<INSERT COMPANY NAME HERE> IS
PROHIBITED.
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Any reference to company names and company logos in the sample forms included in this software is for demonstration purposes only and is not intended
to refer to any actual organization.


Inventory Requisition
P.O. Number


Ordered By


Company


Address


City


Country


State/Province


Zip/Postal Code


Phone Number


Fax Number


Contact Name


Ship To


Company


Address


City


Country


State/Province


Zip/Postal Code


Phone Number


Fax Number


Contact Name


P.O. Date


Current Date


Part No. Description Quantity Unit Price Amount


Terms and Conditions


Cash


Credit


Total


Shipping Charge


Grand Total


Authorized By
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Ship to:
Global Corporation
Returns Dept.
345 Park Ave.
San Jose, CA 95110


NO POSTAGE
NECCESARY
IF MAILED


IN THE
UNITED STATES


From:
Advanced Components
125 New Haven Ave.
Chicago, IL 60622


Peel and affix to packagingReturn Labels
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Inventory Requisition

Ordered By

Ship To

Part No.

Description

Quantity

Unit Price

Amount

Terms and Conditions

Adobe Systems Incorporated

Adobe Designer Template

Purchase Order

1.0

Daniel Beardsley

081a5c49-9346-406e-870c-5493082be1e1

Ship to:

Global Corporation

Returns Dept.

345 Park Ave.

San Jose, CA 95110

NO POSTAGE

NECCESARY

IF MAILED

IN THE

UNITED STATES

From:

Advanced Components

125 New Haven Ave.

Chicago, IL 60622

Peel and affix to packaging

Return Labels

31ff3f09-a6d1-4f6c-8860-674de4d123d

0

		txtPONum: 16754534

		txtOrderedByCompanyName: XYZ Incorporated

		txtOrderedByAddress: 100 Main Street

		txtOrderedByCity: San Jose

		drpOrderedByCountry: USA

		drpOrderedByStateProv: California

		txtOrderedByZipCode: 90025

		txtOrderedByPhone: 4155551212

		txtOrderedByFax: 415-555-1313

		txtOrderedByContactName: Gerry Pearl

		txtDeliverToCompanyName: XYZ Incorporated

		txtDeliverToAddress: 356 First St.

		txtDeliverToCity: Chicago

		drpDeliverToCountry: USA

		drpDeliverToStateProv: Illinois

		txtDeliverToZipCode: 31423

		txtDeliverTotPhone: 8475551212

		txtDeliverToFax: 8475551313

		txtDeliverToContactName: Tony Blue

		AddItemField: 

		TempDate: 

		PODate: 

		CurrentDate: Oct 9, 2006

		Button4: 

		Delete Item: 

		txtPartNum: 

		txtDescription: 

		numQty: 

		numUnitPrice: 

		numAmount: 

		InStock: ?

		rbCash: 

		rbCredit: 

		drpCardType:  

		txtCardNum: 

		numTotal: 

		chkStateTax: 0

		numStateTaxRate: 

		numStateTax: 0.00000000

		chkFederalTax: 0

		numFederalTaxRate: 

		numFederalTax: 0.00000000

		chkShippingCharge: 0

		numShippingCharge: 

		numGrandTotal: 0.00000000

		Button2: 

		txtComments: 

		SignatureField1: 

		Button: 

		PostUS5ZipBarCode1: 95110










Product Characteristics 
Physical 
Dimensions


Maximums


Diameter
Max Glass Thickness
Weight
Lens Area
Max Magnification
Minimum Focal Distance


47.2 mm.
1.764 cm. 
395 g.
12.56 cm²
23.7X
134cm


VP-GL50


O n e  P i e c e  L e n s  A s s e m b l y
  •  H i g h l y  p o l i s h e d  o p t i c a l  g l a s s  l e n s
   •  O n e - p i e c e  p l a s t i c  h o u s i n g
    •  S c r a t c h  r e s i s t a n t  c o a t i n g







Product Characteristics 
Physical 
Dimensions


Mounting


Height
Thickness
Plastic Type
Lens Cutout Diam.
1.2 in. Screws


21.5 cm.
5 mm. 
Polyethelene
8.9 cm
Quantity 6


VP-CS10


Tw o  P i e c e  P r e s s u r e  M o l d e d  P l a s t i c  C a s e
  •  C o r r o s i o n  R e s i s t a n t
   •  S m o o t h  M o d e r n  Lo o k
    •  L i g h t w e i g h t  a n d  D u r a b l e







Product Characteristics 
Physical 
Dimensions


Maximums


Height
Fan Diameter
Blade Angle
Mounting Hole Diam.
Max Current Draw


(open air operation)


1.93 cm.
100 mm. 
22 deg.
5 mm.
600 ma. at 5v.


FN-4A22


1 1 0 m m  B r u s h l e s s  D C  Fa n
  •  C o r r o s i o n  R e s i s t a n t  Pa i n t
   •  H e a t  Tr e a t e d  f o r  D u r a b i l i t y
    •  I n n o v a t i v e  B l a d e  D e s i g n







Product Characteristics 
Physical 
Dimensions


Maximums


Length
Speaker Diameter
Voice Coil Diameter
Weight
Max Cone Displacement
Maximum Power


(RMS)


153 cm.
6 cm.
1.5 cm. 
230 g.
+/- 5 mm.
10 W.


SP-6X3F


Fu l l  R a n g e  6  x  3  S p e a k e r
  •  R u g g e d  S t e e l  B a f f l e
   •  1 0 W  N o m i n a l  P o w e r  H a n d l i n g
    •  S P L  9 3 d B  a t  1 W / 1 m
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